
FOAM UNIT / DETERGENT

Foam Systems Foam-Detergent Injector
with colored inserts high 
pressure from 100 to 200 Bar
Foam-detergent stainless steel injector available with various 
types of couplings.

Equipped with:
• Couple of quick couplings
(Available version without couplings)
• Special Aisi / 316 stainless steel fitting for micro-perforated 
inserts
• Micro-drilled and colored inserts kit to determine the per -
centage of aspirated product
• N. 01 detergent suction hose 1,5 mt with filtero

CODE
WATER PRESSURE

(Bar)
IN-LET

COUPLING
OUT-LET

COUPLING
ASPIRATED PRODUCT

PERCENTAGE (%)

MAX. IN-LET

TEMPERATURE

10.4766.00 100 - 200 - - 0,1 - 10  95 °C

10.3535.00 100 - 200 S/s male Chromed female 0,1 - 10 95 °C

10.5030.00 100 - 200 S/s male S/s female 0,1 - 10  95 °C

10.3654.00 10 - 50 S/s male SUT S/s female SUT 0,1 - 10  95 °C

VERSION WITH DOUBLE SUCTION AND SINGLE INJECTOR

10.5032.00 100 - 200 - - 0,1 - 10 95 °C

10.5033.00 100 - 200 S/s male Chromed female 0,1 - 10 95 °C

10.5031.00 100 - 200 S/s male S/s female 0,1 - 10  95 °C

10.3655.00 10 - 50 S/s male SUT S/s female SUT 0,1 - 10  95 °C

7.10

Available configurations

99

Double suction

Single suction


